Produkt information PentronicNytt 2021-1

Proprietary information

210216 Pentronic 09-00900

@pENTnanc

PRODUKT-INFO

Optimera din produktion med NDCs nya fukt-
och fetthaltsmatare Series 9

Som tillbehér finns &ven en ny
displayenhet med 10-tums pek-
Skarm.

Nya utférandet fér renblasning
(airpurge) av lins.

Artikelnummer 09-00900

Nya NIR-mataren Series 9 fran NDC hjalper dig att mota krav pa bade produktkvalitet och
effektivitetsmal. Foregangaren 710e var bland annat popular inom livsmedelsindustrin.

Har ar ersattaren som har 25 ganger mer datakapacitet an sin féregangare och en odvertraffad
matprestanda. Konstruktionen i hdgpolerat, gjutet 316L rostfritt stalhdlje gor den hygienisk och
Iatt att rengdra. Instrumentet ar kapslat enligt IP67.

Denna fukt- och fetthaltsmatare anvands vid tillverkning av till exempel snacks som chips och
ostbagar, frukostflingor samt olika granulat. Den ar ocksa lampad for fuktmatning vid lakeme-
delstillverkning samt pellets- flis- och spantillverkning.

NDC har aven tagit fram en ny displayenhet som har en hogupplost 10-tums pekskarm.
Den ar enkel att anvanda och gor det Iatt att hantera instrumentet. Enheten kan lagra upp till
12 timmars historik och den har ett inbyggt verktyg for kalibreringsjustering.
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Optimise your production process with NDC’s
new Series 9 moisture and fat content gauge

A new display with a 10-inch
touchscreen is also available as
an accessory.

Image of the new design for lens air
purging.

Part number 09-00900

The new Series 9 NIR gauge from NDC helps you to meet requirements for both product
quality and efficiency targets. Its predecessor, the 710e, was popular in the food industry,
among others.

This is the replacement, with 25 times more data capacity than its predecessor and unsur-
passed measurement performance. Its highly polished, cast 316L stainless steel casing makes
it hygienic and easy to clean. The instrument is encased in accordance with IP67.

This moisture and fat content measuring device is used in the production of such snacks as
chips and cheese puffs, breakfast cereals and other granules. It is also suitable for measuring
moisture in pharmaceutical manufacturing as well as in the production of pellets, wood chips
and sawdust.

NDC have also developed a new display unit with a high-definition 10- inch touchscreen. It is
easy to use and makes it simple to operate the device. The device can store up to 12 hours of
data and has an inbuilt tool for calibration adjustment.
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